	Wire Colour
	Code
	MZ
	Use

	

	Brown
	N
	br
	earth common

	Red
	R
	rt
	unswitched +12v from alternator to battery to ignition switch

	Red/Black
	RB
	rt/sw
	switched +12v from ignition switch to all services controlled by it

	

	Black
	B
	sw
	multi-use: front & rear brakelight switches to brakelight; horn push to horn; horn to earth common; fan sensor to fans; fan fuse to fan sensor; main battery feed from solenoid to fusebox

	

	Black/Green
	BG
	sw/gn
	indicator switch to right-hand front & rear indicator circuit

	Black/Blue
	BU
	sw/bl
	flasher unit to flasher switch centre contact

	Black/White
	BW
	sw/ws
	indicator switch to left-hand front & rear indicator circuit

	

	Black/Yellow
	BY
	sw/ge
	ignition coil (-) terminal to ignition unit IG terminal

	Green/Red
	GR
	gn/rt
	ignition unit TAC terminal to tachometer pulse terminal

	Green/White
	GW
	gn/ws
	ignition pick-up to ignition unit N- terminal

	Blue/Yellow
	UY
	bl/ge
	ignition pick-up to ignition unit N+ terminal

	Red/White
	RW
	rt/ws
	12v from cut-off relay terminal 5 (when relay is operated) to ignition coil (+) terminal, ignition unit B+ terminal and to the start switch.

	

	Green
	G
	gn
	start/run switch to cut-off relay terminal 1

	Brown/White
	NW
	br/ws
	start/run switch to sidestand switch

	Purple
	P
	lila
	start switch to solenoid

	Blue
	U
	bl
	neutral switch to neutral warning light

	Orange
	O
	orange
	temperature warning light switch to temperature warning light (or sender to gauge)

	

	Slate (Grey)
	S
	gr
	lighting switch terminal P to pilot light (sidelight), tail light and instrument illumination

	White
	W
	ws
	multi-use: lighting switch terminal H to dipswitch centre terminal AND a separate use is alternator output to regulator / rectifier

	Blue/White
	UW
	bl/ws
	dipswitch main beam terminal & headlamp flash switch to headlight main beam & main beam warning light

	Yellow
	Y
	ge
	dipswitch dip beam terminal to headlight dip beam


